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1. IDENTIFICATION OF THE SUBSTANCE/PREPARATION AND OF THE COMPANY/UNDERTAKING  
 
 
TRADE NAME LACKSTIFT/Touch up paint 12 ml and 250 ml 
 
National manufacturer/importer  
Enterprise Sunchem AB 
Address Box 69 
Postal code 433 21  PARTILLE 
Country Sverige 
E-mail info@sunco.nu 
Internet www.sunchem.se 
Telephone 031/44 73 10 
Fax 031/44 95 81 
 
Name E-mail Tel. (work) 
Birgitta Pilquist b.p@sunco.nu 031/447310 
Dick  Sundström d.s@sunco.nu 031/447310 
 
Emergency Telephones  
Emergency Phone Type of assistance 
112 In an emergency, call 112 and ask for the national Poisons Information Centre. 
 
2. COMPOSITION / INFORMATION ON INGREDIENTS  
 
No Ingredient name EC No. CAS No. Conc. (wt%) Classification 
1 N-Buthanol  71-36-3 < 2.5 % Xn,10-22-37/38-41-67 
2 n-Butylacetate 204-658-1 123-86-4 25 - 50 % R66 - R67 - R10 
3 Solvent naphta 265-199-0 64742-95-6 2.5 - 10 % Xn,N,R65 - R66 - R67 - R10 - R37 - R51/53 
4 2-methoxy-1-methylethyl acetate 203-603-9 108-65-6 2.5 - 10 % R10 - R36 
5 2-butoxyethyl acetate,  butylglycol acetate 203-933-3 112-07-2 < 2.5 % Xn,R20/21 
 Explanation of symbols: T+=highly toxic, T=toxic, C=corrosive, Xn=harmful, Xi=irritant E=Explosive, O=Oxidising, 

F+=Extremely flammable, F=Highly flammable, N=Dangerous for the environment, Cancer=Carcinogenic, Mut=Mutagenic, 
Rep=Toxic for reproduction, Conc.=Concentration 

 

 
3. HAZARDS IDENTIFICATION  
 
HEALTH 
Repeated exposure may cause skin dryness or cracking.Vapours may cause drowsiness and dizziness. 
 
FIRE AND EXPLOSION 
Flammable. 
 
ENVIRONMENT 
Harmful to aquatic organisms, may cause long-term adverse effects in the aquatic environment. 
 
4. FIRST AID MEASURES  
 
GENERAL 
Remove victim to fresh air.  
 
INHALATION 
Fresh air.  
 
SKIN CONTACT 
Non-irritant. 
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EYE CONTACT 
Flush with large amounts of water for at least 10 minutes. 
 
INGESTION 
Get medical attention if any discomfort continues. 
 
5. FIRE-FIGHTING MEASURES  
 
EXTINGUISHING MEDIA 
CO2, foam, dry chemical.Do not use large quantities of water. 
 
IMPROPER EXTINGUISHING MEDIA 
Do not use water jet.  
 
PROTECTIVE EQUIPMENT FOR FIRE FIGHTERS 
No particular requirements. 
 
6. ACCIDENTAL RELEASE MEASURES  
 
PERSONAL PRECAUTIONS 
Use necessary protective equipment.Keep unauthorized personnel away. 
 
SAFETY ACTIONS TO PROTECT EXTERNAL ENVIRONMENT 
Do not allow spill to enter sewers or watercourses.Immediately inform the authorities if the emission reaches the sewage 
system and watercourses.Prevents major discharge into sewage systems, groundwater and surface water. 
 
METHODS FOR CLEANING UP 
Absorb with vermiculite, dry sand or earth and transfer to containers.Do not flush with water. 
 
7. HANDLING AND STORAGE  
 
HANDLING ADVICE 
Use only in areas provided with appropriate exhaust ventilation.Keep away from sources of ignition - No smoking. 
 
STORAGE 
No specific storage precautions noted.Containers should be kept closed. 
 
8. EXPOSURE CONTROLS/PERSONAL PROTECTION  
 
EXPOSURE CONTROL 
Wash hands before breaks and at the end of workday. 
 
RESPIRATORY PROTECTION 
Personal respiratory protection is normally not required. 
 
EYE PROTECTION 
Use tight-fitting protective goggles. 
 
HAND PROTECTION 
Wear suitable gloves. 
 
OEL value       
Ingredient name Cas nr. Interval ppm mg/m3 Year Notification 
Solvent naphta 64742-95-6 8 h 50  2000  
 
9. PHYSICAL AND CHEMICAL PROPERTIES  
 



 
 SAFETY DATA SHEET 

MATERIAL SAFETY DATA SHEET 

 

 Last changed: 2005-12-16  Internal No.:   Replaces date: 2004-04-01 
LACKSTIFT/Touch up paint 12 ml and 250 ml 

  

           

Physical State Liquid. 
Colour Different colours.  
Odour Characteristic.  
 
Physical and chemical parameters    
Parameter Value/unit Method/reference Observation 
Flash point 26 °C   
Vapour pressure 10.7 hPa   
Density 1.08 g/cm³   
 
OTHER INFORMATION 
Viscosity >30S, 3 mm cup according to SS-EN-ISO 2431.  
 
10. STABILITY AND REACTIVITY  
 
MATERIALS TO AVOID 
No hazardous reactions known. 
 
HAZARDOUS DECOMPOSITION PRODUCTS 
No hazardous decomposition products. 
 
11. TOXICOLOGICAL INFORMATION  
 
SKIN CONTACT 
No skin irritation expected. 
 
EYE CONTACT 
No eye irritation 
 
12. ECOLOGICAL INFORMATION  
 
OTHER INFORMATION 
German water pollution classification: WGK 1.Prevent discharges into the sewage system, watercourses or lakes.Harmful for 
water organisms. 
 
13. DISPOSAL CONSIDERATIONS  
 
GENERAL REGULATIONS 
Do not mix with other waste.Must not be released into the sewage system, drinking water supply or ground. 
 
14. TRANSPORT INFORMATION  
 
Classified as Dangerous Goods:  Yes  No  Not assessed 
 
ADR/RID    
Class: 2.2.3.1.5 Packing group:  
 
Packing > 450 l class 3 article 31c 
 
IATA    
Class: 3 UN1263 Packing group: III 
Label: 3   
 
15. REGULATORY INFORMATION  
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EC-Label  No  Yes  Not assessed 
 
COMPOSITION 
 Solvent naphta (2.5 - 10 %), 2-methoxy-1-methylethyl acetate (2.5 - 10 %), 2-butoxyethyl acetate,  butylglycol acetate (< 2.5 
%)  
 
 
R-PHRASES  
Nr. R-Phrase text 
R10 Flammable. 
R52/53 Harmful to aquatic organisms, may cause long-term adverse effects in the aquatic 

environment. 
R66 Repeated exposure may cause skin dryness or cracking. 
R67 Vapours may cause drowsiness and dizziness. 
 
S-PHRASES 
S-2 Keep out of the reach of children.S25 Avoid contact with eyes. S29/56 Do not empty into drains, dispose of this 
material and its container at hazardous or special waste collection point. S43 In case of fire, use sand, CO2 or dry 
chemical. Never use water.  S-46 If swallowed, seek medical advice immediately and show this container or 
label.S60 This material and its container must be disposed of as hazardous waste.  
 
 
16. OTHER INFORMATION  
 
LIST OF RELEVANT R-PHRASES  
Nr. R-Phrase text 
R10 Flammable. 
R20/21 Harmful by inhalation and in contact with skin. 
R22 Harmful if swallowed. 
R36 Irritating to eyes. 
R37 Irritating to respiratory system. 
R37/38 Irritating to respiratory system and skin. 
R41 Risk of serious damage to eyes. 
R51/53 Toxic to aquatic organisms, may cause long-term adverse effects in the aquatic 

environment. 
R65 Harmful: may cause lung damage if swallowed. 
R66 Repeated exposure may cause skin dryness or cracking. 
R67 Vapours may cause drowsiness and dizziness. 
 
REVISION HISTORY    
Version Rev. date Responsible Changes 
0.0.0 2004-04-01 Birgitta Pilquist Packing size 
0.0.0 2005-12-16 Dick Sundström No labelling required. 
 
 


